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(1) : calculated at 300 bar  (2) : theoretical value 
Valeurs et caractéristiques données à titre indicatif et sous réserve de modifications     

CA452CA452

WEIGHT
Without rotator and with steel roller	  	 +/- 950kg

FELLING/cutting
SuperCut 100 HULTDINS, motor PARKER 19 cm3 or BUCHER 25 cm3, 
automatic chain lubrification and tensionning system
Saw bar		  750 mm
Max cutting diameter		  630 mm

DELIMBING
Upper knives		  1 fixed    4 moving
Lower knive		  1 fixed    1 moving
Diameter tip-to-tip		  400 mm
Diameter mini		  30 mm
Max opening of upper knives		  600 mm
Max opening of rollers		  600 mm
Max opening of lower knive		  600 mm

HYDRAULIC
Max pressure	 	 300 bar
Max flow		  285 l / min

FEEDING
Opening in V for the rollers, feeding by 2 rollers, hydraulic motors high pressure
POCLAIN, max flow for the feeding motors 285 l / min

FEED rollers
MenSe (steel or flexible), MOIPU, TIRECO (chained rubber) 

MEASURING and control system
MOTOMIT,  TECHNO-MATIC
or other system on demand

Volume	 Feed force	 Flow	 Flow
	 at 300 Bar (1) (2)	 for 4 m/s (2) 	 for 285 l/m (2) 

625 cm³	 27,5 kN	 222 l / min	 5,13 m / sec
750 cm³	 33 kN	 266 l / min	 4,25 m / sec
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